


GenieMat SQ
INSTALLATION INSTRUCTIONS

� e GenieMat SQ Tiling System consists of a recycled rubber base mat, tiles, adhesive and optional metal � nishing pieces.

Check the base and if necessary remove any loose pieces. Fill large holes and smooth over any unevenness in the surface. 
In order to improve drainage we recommend that there is an incline according to the guidelines for � at roofs. A water-
proo� ng layer is required underneath. Please ensure the waterproo� ng layer is smooth and not excessively overlapped.           
If the base is not smooth, post-cu� ing of the reverse side may be required.

  Preparation of Base

� e GenieMat SQ rubber base should be laid in the direction of the incline. Install during dry weather and temperatures 
higher than 5° C  (41° F).

Use double-sided rubber tape to secure each row of panels to the surface, even for surfaces enclosed on all sides. 
Start at the front edge and lay panels so the joints are perfectly inline, using a plumb line if necessary. � e base panels can 
be cut to � t at the edges using an electric jigsaw. Use a saw-blade with coarse, well-spaced teeth.

  Layering and Adhering the GenieMat SQ Base Mat

Waterproo� ng, double-sided rubber 
tape, and metal � nishing piece

Metal � nishing and GenieMat SQ  
base mat

Reverse side of GenieMat SQ base mat

GenieMat SQ base on double-sided 
rubber tape

 GenieMat SQ base mat corners Cu� ing GenieMat SQ with jigsaw
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• Genie Mat SQ base mat
• GenieMat SQ tiles
• GenieMat adhesive
• Tile cu� er
• Utility knife
• Chalk line
• Cartridge gun
• Double-sided rubber tape (optional)

Application of GenieMat SQ adhesive  Laying GenieMat SQ tiles Cu� ing GenieMat SQ tiles to size with 
circular saw

� e GenieMat SQ tiles should be adhered one at a time in each GenieMat SQ base mat cavity. Adhesive should be applied 
in a cross pa� ern with additional spots in between. One cartridge of adhesive is enough for 3 base mats or 24 tiles. For 
larger areas a pneumatic gun can be used to apply the adhesive.

  Layering and Adhering the GenieMat SQ Tiles

  Required Materials and Tools

Installation Service
Contact Pliteq Inc. for the name of your local installing contractor.
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� e information provided is accurate to the best of our knowledge at the time of issue.  However, we reserve the right to make changes 
when necessary without further noti� cation. Suggested applications may need to be modi� ed to conform with local building codes and 
conditions. We cannot accept responsibility for products that are not used, or installed, to our speci� cations.
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